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may be made on the pipe before it is in-
stalled.

(b) Testing of repairs made by welding.
Each repair made by welding in accord-
ance with §§ 192.713, 192.715, and 192.717
must be examined in accordance with
§ 192.241.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–54, 51 FR 41635, Nov. 18, 1986]

§ 192.721 Distribution systems: Patrol-
ling.

(a) The frequency of patrolling mains
must be determined by the severity of
the conditions which could cause fail-
ure or leakage, and the consequent haz-
ards to public safety.

(b) Mains in places or on structures
where anticipated physical movement
or external loading could cause failure
or leakage must be patrolled—

(1) In business districts, at intervals
not exceeding 41⁄2 months, but at least
four times each calendar year; and

(2) Outside business districts, at in-
tervals not exceeding 71⁄2 months, but
at least twice each calendar year.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–43, 47 FR 46851, Oct. 21, 1982; Amdt.
192–78, 61 FR 28786, June 6, 1996]

§ 192.723 Distribution systems: Leak-
age surveys.

(a) Each operator of a distribution
system shall conduct periodic leakage
surveys in accordance with this sec-
tion.

(b) The type and scope of the leakage
control program must be determined
by the nature of the operations and the
local conditions, but it must meet the
following minimum requirements:

(1) A leakage survey with leak detec-
tor equipment must be conducted in
business districts, including tests of
the atmosphere in gas, electric, tele-
phone, sewer, and water system man-
holes, at cracks in pavement and side-
walks, and at other locations providing
an opportunity for finding gas leaks, at
intervals not exceeding 15 months, but
at least once each calendar year.

(2) A leakage survey with leak detec-
tor equipment must be conducted out-
side business districts as frequently as
necessary, but at intervals not exceed-
ing 5 years. However, for cathodically
unprotected distribution lines subject
to § 192.465(e) on which electrical sur-

veys for corrosion are impractical, sur-
vey intervals may not exceed 3 years.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–43, 47 FR 46851, Oct. 21, 1982; Amdt.
192–70, 58 FR 54528, 54529, Oct. 22, 1993; Amdt.
192–71, 59 FR 6585, Feb. 11, 1994]

§ 192.725 Test requirements for rein-
stating service lines.

(a) Except as provided in paragraph
(b) of this section, each disconnected
service line must be tested in the same
manner as a new service line, before
being reinstated.

(b) Each service line temporarily dis-
connected from the main must be test-
ed from the point of disconnection to
the service line valve in the same man-
ner as a new service line, before re-
connecting. However, if provisions are
made to maintain continuous service,
such as by installation of a bypass, any
part of the original service line used to
maintain continuous service need not
be tested.

§ 192.727 Abandonment or deactiva-
tion of facilities.

(a) Each operator shall conduct aban-
donment or deactivation of pipelines in
accordance with the requirements of
this section.

(b) Each pipeline abandoned in place
must be disconnected from all sources
and supplies of gas; purged of gas; in
the case of offshore pipelines, filled
with water or inert materials; and
sealed at the ends. However, the pipe-
line need not be purged when the vol-
ume of gas is so small that there is no
potential hazard.

(c) Except for service lines, each in-
active pipeline that is not being main-
tained under this part must be discon-
nected from all sources and supplies of
gas; purged of gas; in the case of off-
shore pipelines, filled with water or
inert materials; and sealed at the ends.
However, the pipeline need not be
purged when the volume of gas is so
small that there is no potential hazard.

(d) Whenever service to a customer is
discontinued, one of the following must
be complied with:

(1) The valve that is closed to prevent
the flow of gas to the customer must be
provided with a locking device or other
means designed to prevent the opening
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